
Edmunds Street (50km/h)

Searcy Street (50km/h)

Peel Street (50km/h)

Knuckey Street (40km/h)

Existing sign.

Cavenagh Street (40km/h)

Austin Lane (10km/h)IMPLEMENTATION STRATEGY1. Always turn on the vehicle's flashing beacons priorto leaving the roadway.2. Do not decelerate in front of following vehicles.Await an appropriate break in traffic prior to drivingthe TC vehicle up the kerb. If a sufficient interval is notavailable, proceed to drive and execute a safe U-turnas needed to try again.3. Proceed to drive along verge, whilst installing signs/devices, if there is sufficient room and no existinginfrastructure blocking the vehicles' path. If it is unsafeto do so, await appropriate break in traffic prior tore-joining traffic stream. Never block footpath access forpedestrians.4. Always await an appropriate break in traffic prior tocrossing the road to install signage and/or returning tothe TC vehicle. Never run, always walk.5. Always face traffic at all times whilst installing orremoving signs/devices and shall remain aware of anappropriate escape route, away from traffic, at all times.6. All signs/devices shall be removed in the reverseorder the of installation process.

Works estimated to occur from 27/09/26 - 04/10/26.Long term works being conducted by workers onfoot within the roadway.Outbound lane of Smith Street closed to enableworks to be conducted within the roadway.All works vehicles to be parked within the closedsection of roadway.

LegendBollardConePedestrian RampTraffic SignalWork AreaCAT 2 ROADAny changes made to the TGS onsite MUST beapproved by an accredited TMD and recordedwithin the Daily Diary.Manifest29 x Bollard22 x Sign Legs3 x MMS - Road Closed / Local Traffic Excepted2 x Cone2 x MMS - Road Closed Ahead / Local Traffic Excepted2 x Pedestrian Ramp2 x Right Turn Only2 x Road Closed with Barrier Board1 x MMS - Arrow / Road Closed / Roadworks1 x MMS - Roadwork Ahead / Blank Yellow1 x Pedestrians (L)1 x Pedestrians (R)1 x Temporary Hazard Marker1 x Workers Ahead

Date: 31/08/26 Author: Douglas Core, WZTM 1 Reg. #10078, Exp. 21/11/26 Plan Not to Scale:  Reviewed By: Erica Pereira, WZTM 1 Reg. #21546, Exp. 16/01/27Comments: TGS 3, COD-190826 Smith Street - Searcy Street, Revision 2Traffic guidance scheme detailing traffic management to be installed on behalf of City of Darwin whilst conductingroad surface treatment works at the intersection of Smith Street - Searcy Street.This document remains the intellectual property of Core Traffic Control Pty Ltd.Unauthorised distribution or copying is strictly prohibited without the written consent of Core Traffic Control Pty Ltd.

Smith Street (40km/h)
ROAD CLOSED  

4m bollard spacing.Crowd Control Barriers (CCB) installedaround the work area to excludepedestrian access.
One lane of traffic maintained.Minimum 3.0m lane width maintained.Traffic speed adjacent work areadoes not exceed 40km/h. 2m bollard spacing.

Parking of work vehicle.

PEDESTRIANS PEDESTRIANS

ROADWORKAHEAD

ROAD CLOSED LOCAL TRAFFIC EXCEPTED

ROAD CLOSED AHEAD LOCAL TRAFFIC EXCEPTED

ROADCLOSEDROADWORKS

ONLY
ONLY

ROAD CLOSED  

ROAD CLOSED LOCAL TRAFFIC EXCEPTED

ROAD CLOSED AHEAD LOCAL TRAFFIC EXCEPTEDROAD CLOSED LOCAL TRAFFIC EXCEPTED

Allowable tolerance on sign spacing = +25% / -10%.Such tolerance is being exceeded with this TGS inorder to ensure visibility of signs due to the presenceof immovable obstructions such as intersecting sideroads / traffic islands and also in order to maximiseroadside parking availability.All sign legs shall be weighted to ensure stabilityagainst wind.
"Worker Ahead (symbolic)" signs shallonly be displayed whilst personnelare present and working at the site.

Parking of work vehicle.1 x carpark to be blockedoff adjacent to the worksvehicle for contractor.
1 x carpark to be blockedoff adjacent to the worksvehicle for contractor.
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